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'It  I 


\r 


Plan  No.  6021 

(/      SHEET) 


Ik 


i^^^^ 


""''^x^m^mom, 


The  braced  wall  silo  is  a  bunker-type  silo  intended 
for  use  in  areas  where  rock  or  other  soil  conditions 
make  it  impractical  to  set  sidewall  posts  in  the  ground. 

The  silo  should  be  built  on  a  well-drained  site 
provided  with  good  access  lanes  for  silage  handling 
equipment. 

Although  the  silo  may  be  almost  any  desired  size, 
wider  silos  are  the  most  economical.  Width,  however, 
is  generally  governed  by  the  size  of  the  herd.  There 
should  be  enough  animals  to  consume  a  4-  to  6-inch 
slice  of  silage  daily  from  the  face  of  the  stack  to  help 
reduce  spoilage. 

In  all  silos  the  wood  sidewalls  are  6  feet  high  and 
are  erected  on  a  6-inch  concrete  slab  with  a  thickened 
edge.  Use  construction  grade  Douglas-fir,  or  its  equiva- 
lent, pressure-treated  to  a  preservative  retention  of 
5  to  7  pounds  per  cubic  foot,  as  per  American  Wood 
Preservers  Institute  standards. 
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CONSTRUCTION    DETAILS 
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WALL     SECTION 
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UOMG  STEEL  ANGLE 
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NOTES 
GENERAL 

1  SITE    LOCATION    TO    BE   WELL    DRAINED 

2  IF    SELF-FEEDtNC  IS   DESIRED.  ORDER 
PLAN     5872,  ■^LF  FEEDING    FENCES" 

3  USE     GALVANIZED     OR     CADMIUM    PLATED 
lOd    NAILS    TO     FASTEN    PLANK   TO    POSTS 


CONCRETE 
I     USE   3000   pi  I    AIR   ENTRAINED    MIX  CON- 
TAINING    6%    AIR 

2    SLOPE    FLOOR   AS  INDICATED    ON  THE 
SIDE    ELEVATION 


SILO     CAPACITIES 


\/2\  6"  ANCMOS    BOLT 
e'-CTocWELD    LARGE 
VKASHEP  TO  HEAD. 
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DETAIL    B 


BUNK  SLOPE 


SELF  FEED 


THICKEN  SLAB  AND  APRON 
AT  EDGE  AS  SHOWN  ABOVE 
tN  DETAIL  6 


DIMENSIONS  TAKEN 
OUTSIDE  FIRST  POST 
TO  CENTER   OF   IN- 
TERIOR  POSTS 


LENGTH  M«  BE  INCREASED  OK  DECREASED   IN  6'-0"    INCREMENTS 


SIDE   ELEVATION 


CAPACITIES   SHOWN  ARE   APPROXIMATE  AND 
ARE    BASED  ON  A  SILAGE   WEIGHT  OF   40  LB. 
PER   CU.  FT. 

A  large-scale  working  drawing  may  be 
obtained  from  the  extension  agricultural 
engineer  at  your  State  university.  There 
may  be  a  small  charge  to  cover  cost  of 
printing. 

If  you  do  not  know  the  location  of 
your  State  University,  send  your  request 
to  Agricultural  Engineer,  Federal  Exten- 
sion Service,  U.S.  Department  of  Agri- 
culture, Washington,  D.C.  20250.  He  will 
forward  your  request  to  the  correct 
university. 
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